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DUAL HARNESS™ – A comfortable and secure way to carry two cameras or binoculars for quick & easy 
access! 

 
The new Dual Harness™ from OP/TECH USA is a comfortable and versatile way to carry one or two 

cameras or binoculars. The unique U-shaped neoprene neck pad evenly distributes the weight of your gear 

while absorbing the shock of your movements and eliminating interference between the two cameras. As the 

Dual Harness™ uses your normal connector attachments, your gear remains safely in the upright position at 

your sides. This keeps the camera stabilized and secured within your view and grasp. By also maintaining 

the camera in the upright position, no stress is put on your camera, lens or shoe-mount flash units. Your 

cameras can be quickly and easily brought to the proper shooting position with the self-gliding connectors. 

As the Dual Harness™ incorporates OP/TECH USA’s System Connectors, your tripod mount is available to 

use for brackets and other adaptors. These connectors also make it possible to quickly switch to another 

OP/TECH USA neck strap when desired. 

 

The interchangeable design enables you to convert from a dual to a single system, and the removable chest 

strap gives you that extra measure of security. With your gear safely stowed, you’re free to concentrate on 

taking the perfect photo. 

 

Dual Harness™ is available in black and in several sizes so that you are sure to get a custom fit. Proudly 

made in the USA, Dual Harness™ is sure to be a valued addition to your gear! 

 

OP/TECH USA continues to innovate quality products to meet the ever-changing needs of the avid 

photographer and outdoor enthusiast. We feel you deserve the very best! For more information about our 

products, please call 800-251-7815, e-mail info@optechusa.com or visit us online at www.optechusa.com. 
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